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Par. 15. Provisions for final flushing, testing and approval under this
alternative shall be similar to those described in Pars. 8 and 9.
Par. 16. Dry Calcium Hypochlorite or Chlorinated Lime: Dry calcium
hypochlorite or chlorinated lime of the same chlorine content as that
specified in Pars. 11 and 12 may be employed as an alterdative procedure
wherever facilities are not available for sterilization in the manner here-
tofore specified.
Par. 17. The dosage of calcium hypochlorite powder containing 70
per cent, available chlorine ;shall be one pound for each 1,500 gallons of
water pipe capacity treated; chlorine yielding compounds other than
calcium hypochlorite powder may be used in amounts proportional to their
available chlorine content. This dosage is equivalent to a treatment of 50
parts per million available chlorine; in like manner, one pound of cal-
cium hypochlorite powder will treat 1,860 gallons of water to 40 parts
per million available chlorine.
Par. 18. Points of Application: A predetermined dose shall be shaken
into the pipe, or deposited in a soluble container secured at the first joint
attached to the existing water pipe, and the dosage shall be repeated at
intervals not greater than 100 feet, and preferably at lesser intervals, as
'the pipe laying progresses, as may be directed by the engineer.
Par. 19. When treated with dry calcium hypochlorite, or with dry
chlorinated lime, the newly pipe shall be filled very slowly to avoid wash-
ing the powder to the extremity of the pipe line.
Par. 20. The period of retention, valve manipulation and final flush-
ing and testing shall be according to the requirements of Pars. 6, 7, 8 and
9 respectfully.
Par. 21. In the event that the test proves unsatisfactory, steriliza-
tion shall be repeated by employing acceptable alternative procedures
until a satisfactory condition of the water within the pipe is established.
Par. 22. Cuts made in existing pipe lines for the insertion of valves,
fittings, repairs, or for any purpose shall be sterilized by shaking a quantity
of the powder, predetermined by the engineer, into the pipe on each side
of the cut-in. After slowly filling the section and reversing the flow the
chlorinated water shall be retained for several hours, then flushed until
no odor of chlorine can be detected in the waste water, or preferably
until a check shall have been made for residual chlorine as provided in
Par. 6.
Par. 23. After satisfactory sterilization by any of these alternative pro-
cedures, the consumers may be served from the newly laid pipe line, or
the service may be resumed on existing pipe lines.
Sec. 13. Auxiliary intakes, by-passes or cross connections whereby
polluted water may be pumped or allowed to flow into the distribution
system is prohibited.
(a) An existing cross connection may be continued on condition that
monthly inspections are made and the results reported to the Board. The
Board, however, reserves the right to require the elimination of any cross
connection if inspections are not made or if the connection is found faulty.
These inspections shall be made by the City Water Department or the


